
See the difference TM

> IPS panel and true 8-bit color calculation
Professional IPS panel provides exceptional rich layers of colors in 
a same color range and wider viewing angel in both vertical and 
horizontal, thus provides vivid, true-to-life images by displaying more 
subtle details of picture.

> Widescreen aspect ratio with 1920×1200 resolution
The widescreen aspect ratio allows you to view Full HD content in its 
native format with no stretching or distortion.

> OptiColor™ technology
Delivers 118% color saturation for richer, more precise colors. Enjoy 
more intense colors in your graphics, photos and documents.

> Pivot, height and wall-mount versatility
VESA® wall-mount interface and detachable base for ergonomic 
flexibility with pivot,* height, tilt and 120º swivel adjustments.

> Extensive connectivity with USB2.0 port x 4/DVI-D/D-sub data input

> Wide viewing angles 178°/178°
Up to 178º viewing angles horizontally and vertically provide enhanced 
image legibility from all directions.

> Eco mode
Environmentally-friendly Eco-mode reduces power consumption and 
extends backlight life.

> Aspect ratio adjustment
E l im ina tes  image  d i s to r t ion  by 
maintaining correct image proportions 
for both widescreen and native 4:3 
content.

VP2655wb

The VP2655wb is one of ViewSonic’s new LCD VP professional series 

monitors that utilize the power of IPS panel technology. Featuring the 

best 118% NTSC wide color gamut by OptiColor, high contrast ratio 

and super wide 178° / 178° viewing angles. This coupled with 1920x1200 

resolution, makes the VP2655wb the ultimate professional grade LCD 

monitor for medical facilities, scientific design, digital visual art, video 

production, architecture and any application where true color and total 

screen viewing is essential. 4-port USB hub for cluster free connectivity, 

ergonomic functions with pivot, height adjust, tilt, swivel and slim bezel 

make the VP2655wb an amazing monitor.  ECO Mode offering up to 40% 

power consumption, ViewSonic’s strongest pixel performance guarantee 

warranty, will keep you performing with the pros year in and year out. 

The VP2655wb will also contribute to a greener world with its ENERGY 

STAR® compliant power management features and environment-friendly 

materials.

Professional Grade Monitor for Pros

26" (25.5"VIEWABLE)
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WITH 118% NTSC COLOR GAMUT 
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For more product information, visit us on the web at ViewSonic.com
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25.5" Color a-Si TFT Active Matrix LCD

474mm(H)×296mm(V) / 18.6in(H)×11.6in(V)

1920 x 1200

400 cd/m2 (typ.)

1000:1 (typ.)

4000:1 

178° (H), 178° (V) (CR≧10)

12ms (on/off) / 5ms (G to G)

0.2865 mm(H) x 0.2865 mm(V)

Anti-Glare type, Hardness (3H)

40,000hrs (typ.)

118.2%NTSC (CIE1976) 

RGB Analog (75 ohms, 0.7 / 1.0 Vp-p)

DVI (TMDS, 100 ohms)

Separate Sync / Composite Sync / SOG

Fh: 31 – 92 kHz , Fv : 50 – 85 Hz

VGA up to 1920 x 1200 Non-Interlaced

Power Mac (up to 1920 x 1200 )

15 pin mini D-sub x 1

DVI-D x1

USB 2.0 up-sream x 1 , down-sream x 4

AC 100-240V AC ; 50/60 Hz (Switch)

130 W (max.) / 110 W (typ.)

20~-3 degrees

120 degrees

0~90 degrees (Clockwise)

0~135 mm

[1], [2], AC power switch, Up[▲], Down[▼]

Auto Image Adjust, Contrast/Brightness, Input Select (D-SUB, DVI), 

Color Adjust, (sRGB, 9300K, 7500K, 6500K, 5000K, User Color [R, G, B]), 

Information, Manual Image Adjust (H/V Position, Horizontal Size, Fine 

Tune, Sharpness, Dynamic Contrast, Aspect ratio [1:1, Fill Aspect Ratio, 

Full Screen], Display Mode [PC Mode, HD Mode]), Setup Menu (Language, 

Resolution Notice, OSD Position, OSD Timeout, OSD Background, OSD 

Pivot), Memory Recall

0°C - 40°C (32°F - 104°F) 

10% - 90% (no condensation)

595 mm x 468 mm x 388 mm     

23.4" x 18.4" x 15.3"

11.0 Kg (24.23 lbs)

UL, CUL, FCC-B (ICES), CB, CE, TCO'03, ICES-003B, ISO13406-2, TUV/GS, 

TUV ERGO(covers ISO13406-2 & MPRII), TUV-S, NOM, GOST-R, HYGIENIC 

(20 copies), Energy Star, CCC, BSMI, PSB, 

C-TICK, KTL/MIC, SASO, WEEE, RoHS, EPEAT Silver

Meet VESA (200mm x 100mm) Standards
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